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Test Report

Sample Name : 1K 14 Pins Plug and Receptacle

Sample Model : plug: INT13-TGG.1K.314.CLAD60Z-1
receptacle: INT13-ZEG.1K.314.CLN

Inspection
Classification : Commission test

Manufacturer : SHENZHEN INTE-AUTO Co., LTD

Client : SHENZHEN INTE-AUTO Co., LTD

Guangzhou LCS Compliance Testing Laboratory Ltd.
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Client ：SHENZHEN INTE-AUTO Co., LTD

Address
：5F, No.7, A area, Baoan Internet Industrial Zone, Shenzhen, Guangdong, 518012,
China

Manufacturer ：SHENZHEN INTE-AUTO Co., LTD

Address ：5F, No.7, A area, Baoan Internet Industrial Zone, Shenzhen, Guangdong, 518012,
China

The following sample(s) and sample information was/were submitted and identified by/on the behalf
of the client:

Sample Name ：1K 14 Pins Plug and Receptacle

Sample Model
：plug: INT13-TGG.1K.314.CLAD60Z-1
receptacle: INT13-ZEG.1K.314.CLN

Sample Quantity ：2 sets

Sample tested Status ：Normal

Sample received Date ：May 26, 2026

Sample tested Date ：May 26, 2026~May 28, 2026

Test result information:

Test item ：IP68

Test standard ：IEC 60529:1989+A1:1999+A2:2013

Test result ：PASS

Edited by Horyan Xie Checked by Zoe Pi Approved by Kizard Zhang

Jun.1, 2026 Jun.1, 2026 Jun.1, 2026
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Revise Record

Report version Issued date Revision times Revised content Valid version

LCSC05256007K Jun.1, 2026 / Original Report Valid
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Test Item1: IPX8
1) Environment conditions:

Temperature: 32.4℃ Humidity: 68%RH

2) Tested Sample:

Sample No. Sample Name Sample Model Sample Quantity Sample Description

C260525003
-002

1K 14 Pins Plug
and Receptacle

plug: INT13-
TGG.1K.314.CLAD60Z-1

receptacle: INT13-
ZEG.1K.314.CLN

1 set Normal

Remark: Customer Statement: INT13-TGG.1K.314.CLAD60Z-1: 1K 14 pins waterproof straight plug,

6.0mm cable collet, 1 key (alpha=0), customized contacts, solder cup inside diameter = 0.022",

pearl chrome housing with red dot, nut for fitting bend relief, circle design for outshell;

INT13-ZEG.1K.314.CLN: 1K 14 pins waterproof receptacle, nut fixing (back panel mounting), 1 key

(alpha=0), PCB contacts.

3) Reference Basis: IEC 60529:1989+A1:1999+A2:2013

4) Test Condition:
1. Immersion depth: 5m;

2. Test duration: 1.5 hour;

3. Judgment: After the test, no water entered into the sample.

5) Test Equipment:

Sequence Equipment Name Equipment No. Valid Date to

1 Diving test device GLCS-S-263 2026/7/18

6) Test Results:

Sample No. Test Result Judgment

C260525003-002 After the test, no water entered into the sample. PASS
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Sample Photo before the Test:

Sample Photo during the Test:

Sample Photo after the Test:
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Test Item2: IP6X
1) Environment conditions：

Temperature: 31.8℃ Humidity: 60%RH

2) Tested Sample:

Sample No. Sample Name Sample Model Sample Quantity Sample Description

C260525003
-001

1K 14 Pins Plug
and Receptacle

plug: INT13-
TGG.1K.314.CLAD60Z-1

receptacle: INT13-
ZEG.1K.314.CLN

1 set Normal

Remark: Customer Statement: INT13-TGG.1K.314.CLAD60Z-1: 1K 14 pins waterproof straight plug,

6.0mm cable collet, 1 key (alpha=0), customized contacts, solder cup inside diameter = 0.022",

pearl chrome housing with red dot, nut for fitting bend relief, circle design for outshell;

INT13-ZEG.1K.314.CLN: 1K 14 pins waterproof receptacle, nut fixing (back panel mounting), 1 key

(alpha=0), PCB contacts.

3) Reference Basis: IEC 60529:1989+A1:1999+A2:2013

4) Test Condition:
1. Dangerous parts protection test:

1) The Test probe of 1 mm diameter is pushed against any opening of the sample with force of

1N;

2. Solid foreign body protection test:

1) Set the samples in the dust chamber, the pressure inside the enclosure is maintained below

the surrounding atmospheric pressure by a vacuum pump (Pump speed: 10mL/min, less than

40 times of the shell volume per hour; The differential pressure between the containment and

the atmosphere ≤2 kPa);

2) Start the blowing and dropping dust test for 8 hours;

3) Dust content of Dust Tester: 2kg/m3;

3. Judgment requirements: After the test, no test dust enter into the sample.

5) Test Equipment:

Sequence Equipment Name Equipment No. Valid Date to

1 Dust test chamber GLCS-S-187 Jul.18, 2026

2 IP4X standard probe GLCS-S-255 May 7, 2027



Page 7 of 9 Report No.: LCSC05256007K

Test Report

TRF-4-K-005 A/0
Guangzhou LCS Compliance Testing Laboratory Ltd.
Add: No 44-1, Qianfeng North Road, Shiqi, Panyu District, Guangzhou, Guangdong, China
Tel: +(86) 020-39166689 | E-mail: webmaster@lcs-cert.com | Web: www.lcs-cert.com
Scan code to check authenticity

6) Test Results:

Sample No. Test Result Judgment

C260525003-001
During the test, The 1mm diameter metal probe applied 1N

thrust and did not enter the housing.After the test, no test dust
enter into the sample.

PASS
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Sample Photo before the Test:

Sample Photo during the Test:

Sample Photo after the Test:
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NOTES:

1. The report be without test report seal is considered as invalid.

2. The report will be invalid without signature of testing person, review person and approved person.

3. The report will be invalid if altered.

4. The report shall not be partially reproduced without the prior approval of the laboratory, except for its

full reproduction.

5. Test results relate only to the tested sample.

6. The applicant and manufacturer's information, product name, model, trademark and other

information in this report are provided by the applicant, and the laboratory is not responsible for

verifying their authenticity.

7. If there is any objection to the test report, it should be submitted to the lab within 15 days. Otherwise,

objection invalid.

8. The report shall not be used as a certification of social impartiality, but only for scientific research,

teaching, internal quality control and other relevant purposes.

Lab Address：No 44-1, Qianfeng North Road, Shiqi, Panyu District, Guangzhou, Guangdong, China

Tel: 86-020-39166689 P.C: 511450
Fax: 86-020-39166619 URL: www.lcs-cert.com

**** End of Report ****

http://www.lcs-cert.com
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