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About INTE-AUTO

HIGH-QUALITY

QUICK DELIVERY
RELIABLE&PERFECT
SUPERIOR CUSTOMER SERVICE
HOW DO WE DO IT?

INTE-AUTO, registered in 2013, is a company based in Shenzhen China engaged in the
design, research, and manufacture of precision connectors and custom cable assemblies.
Our mission goes beyond supplying connectors. The ultimate goal is to consistently
provide top-notch, secure, cost-effective, and durable products for our esteemed clients
worldwide.

Our high-quality connectors feature the reliable push pull self-latching connection system
and are designed to endure the most extreme environments. These connector are widely
used in a large variety of applications such as for medical, testing, measurement, military,
sensor, NDT, and other machines and equipment.

INTE-AUTO has over 10,000 products, all of which are manufactured under the strictest
quality standards. Our connectors are fully compatible and at par with the push pull con-
nectors of other top brands—a testimony to the commitment we have to our quality man-
agement system.

Our facilities span over 5000 square meters, containing 23 production lines with 35 CNC
working machines. Our mechanized work system improves efficiency, guarantees high
quality, and controls production costs to comply with military and medical standards.
INTE-AUTO is RoHS, CE, ISO9001, and TUV certified. We are actively shaping the future
of our company with creativity, imagination, and innovation to continually exceed the
expectations of all our valued customers around the world.
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Metal & Plastic Connector
(Standard)

B series

H series

2C series

\)/ S series
\: l
I P series

B & S & 2C series

1. Endurance: 5,000 mating cycles

2. Humidity: <95% at 60°C (140°F)

3. Working temperature: -40°C to 150°C

4, Vibration resistance: 15 g [10 Hz-2,000 Hz]
5. Shock resistance: 100 g, 6 ms

6. Salt spray corrosion resistance: >96 h

7. Shielding effectiveness: 75 dB at 10 MHz and 40 dB at 1 GHz

1. Secure push-pull self-latching system
2. Sizes: 00B, 0B, 1B, 2B, 3B, 4B and 5B series
3. Multiple contact configurations: 2 to 48 contacts
IP50 4. Multiple keying options for aligned and blind mating
5. Solder, straight PCB, elbow PCB and crimp contacts
6. High-density configurations for blind mating even in confined spaces
7. 360° screening for full EMC shielding

1. One-touch push-pull mechanism for quick and reliable connection
2. Sizes: HR10 and HR25 series
3. Multiple contact configurations: 4, 6, 8, 12, 16 and 20 pins
IP50 4. Five-key system for accurate and secure blind mating
5. Compact push-pull design for space-saving multi-connector installation
6. Screw-free design for simplified wiring and installation
7. Refined matte-finish housing for an enhanced equipment appearance

1. Secure push-pull self-latching system
2. Sizes: 2C series
3. Multiple solder contact configurations: 2 to 14 pins
IP50 4. Polarization by stepped insert (half-moon) configuration for aligned mating
5. Ultra-miniature design with an overall length of less than 30 mm
6. High-density installation for space-saving applications
7. 360° screening for full EMC protection

1. Secure push-pull self-latching system
2. Sizes: 0S, 1S, 28, 3S series
3. Multiple solder contact configurations: 2 to 18 pins
IP50 4, Polarization by stepped insert (half-moon) configuration for aligned mating
5. High-density installation for space-saving applications
6. 360° screening for full EMC shielding

1. Secure push-pull self-latching system

2. Sizes: OP, 1P, 2P and 3P series

3. Multiple contact configurations: 2 to 32 pins

4. Multiple keying options for aligned mating and mismating prevention

5. Solder, straight PCB and elbow PCB contacts

6. Color-coded nuts for easy identification, available in blue, yellow, red,
grey, green and black

7. Widely used in medical applications

IP50

Technical Characteristics:

P series H series

1. Endurance: 1,000 mating cycles 1. Endurance: 1,000 mating cycles

2. Working temperature: -25°C to +125°C 2. Working temperature: -40°C to +125°C
3. Vibration resistance: 15 g [10-2,000 Hz] 3. Salt spray corrosion resistance: >48 h
4. Shock resistance: 100 g, 6 ms
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Metal Connector
(Harsh Environment)

Technical
Characteristics:

F series IP68
K series IP68
U series IP68
Y series IP68

1. Endurance: 5,000 mating cycles

2. Humidity: <95% at 60°C (140°F)

3. Working temperature: -40°C to 150°C

4, Vibration resistance: 15 g [10 Hz-2,000 Hz]

5. Shock resistance: 100 g, 6 ms

6. Salt spray corrosion resistance: >96 h

7. Shielding effectiveness: 75 dB at 10 MHz and 40 dB at 1 GHz

1. Secure push-pull self-latching system

2. Sizes: OF, 1F, 2F and 3F series

3. Multiple contact configurations: 2 to 40 pins

4. Multiple keying options for aligned and blind mating

5. Solder, straight PCB, elbow PCB and crimp contacts

6. Designed for frequent connection and disconnection cycles
7. 360° screening for full EMC shielding

1. Secure push-pull self-latching system

2. Sizes: 0K, 1K, 2K, 3K, 4K and 5K series

3. Multiple contact configurations: 2 to 48 contacts

4. Multiple keying options for aligned and blind mating
5. Solder, straight PCB, elbow PCB and crimp contacts
6. Rugged housing for extreme operating conditions
7.360° screening for full EMC shielding

1. Secure push-pull self-latching system

2. Sizes: 00U, OU and 1U series

3. Multiple contact configurations: 2 to 16 pins

4. Three-key and two-piece half-shell keying system for aligned and blind mating
5. Solder, straight PCB and elbow PCB contacts

6. High-density installation for space-saving applications

7. 360° screening for full EMC shielding

1. Secure push-pull self-latching system and breakaway locking versions
2. Sizes: 0Y, 1Y and 2Y series

3. Multiple contact configurations: 2 to 16 pins

4. Mechanical keying and color coding for enhanced mismating prevention
5. Robust housing structure for harsh operating environments

6. High-density installation for space-saving applications

7. 360° screening for full EMC shielding
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T series

a I 5‘. W series

C series

E series

T & C & E series / Outdoor

1. Endurance: 5,000 mating cycles

2. Humidi 5% at 60°C (140°F)

3. Working temperature: -40°C to 150°C

4, Vibration resistance: 15 g [10 Hz-2,000 Hz]

5. Shock resistance: 100 g, 6 ms

6. Salt spray corrosion resistance: >96 h

7. Shielding effectiveness: 75 dB at 10 MHz and 40 dB at 1 GHz

IP68

IP68

IP68

IP68

Outdoor
/ High Pressure

1. Secure push-pull self-latching system

2. Sizes: OT, 1T, 2T and 3T series

3. Multiple contact configurations: 2 to 32 contacts

4. Multiple keying options for aligned and blind mating

5. Solder, straight PCB and elbow PCB contacts

6. High-density installation for space-saving applications
7. Compatible with existing B series receptacles

8. 360° screening for full EMC shielding

1. Secure screw-coupling system for watertight connections

2. Sizes: OW, 1W, 2W and 3W series

3. Multiple solder contact configurations: 2 to 32 contacts

4. Multiple keying options for connector alignment and mismating prevention

5. Protection under high-pressure liquid conditions

6. Suitable for demanding applications such as nuclear physics and the
petroleum industry

7.360° screening for full EMC shielding

1. Secure push-pull self-latching system

2. Sizes: 0C, 1C, 2C and 3C series

3. Multiple contact configurations: 2 to 32 pins

4. Multiple keying options for aligned and blind mating

5. Solder, straight PCB, elbow PCB and crimp contacts

6. Vacuum-tight insert structure, suitable for equipment requiring high
sealing performance

7.360° screening for full EMC shielding

1. Secure push-pull self-latching system

2. Sizes: O, 1E, 2E and 3E series

3. Multiple solder contact configurations: 2 to 18 pins

4. Polarization by stepped insert (half-moon) configuration for aligned mating
5. High-density installation for space-saving applications

6. 360° screening for full EMC shielding

Technical Characteristics:

W series / High Pressure

1. Endurance: 5,000 mating cycles

2. Temperature range: -40°C to +125°C

3. Salt spray corrosion resistance: >96 h

4. Shielding effectiveness: 75 dB at 10 MHz and 40 dB at 1 GHz
5. Vibration resistance: 15 g [10 Hz-2,000 Hz]
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Waterproof & Hybrid
Connector

R

WF series

WP series

Hybrid Coaxial

Hybrid Fluidic

WF series / Fast Locking

1. Mating cycles: 500 mating cycles
2. Temperature range: -40°C to +85°C
3. Insulation resistance: 2,000 M Q

WP series

1. Endurance: 500 mating cycles

2. Temperature range: -25°C to +85°C

3. Insulation resistance: 2,000 M Q

4. Rated current and voltage: 3-13 A, 125-250 V

IP67

P68

B & P: IP50,
K: P68

B & P: IP50,
K: IP68

1. Push-pull coupling for quick and reliable connection and disconnection

2. Sizes: SF6, SF8, SF10, SF12, SF16, SF20 and SF24 series

3. Multiple contact configurations: 1to 15 pins

4. Solder, crimp and screw termination options

5. 1P67 waterproof and dustproof protection

6. High-temperature resistance for reliable operation in harsh environments

7. Suitable for avionics applications, including aircraft, helicopters and
aerospace equipment

1. Secure threaded coupling for reliable connection and disconnection

2. Sizes: SP13, SP17 and SP21 series

3. Multiple contact configurations: 1to 12 pins

4, Solder, crimp and screw termination options

5. IP68 waterproof and dustproof protection

6. High-temperature resistance for reliable operation in harsh environments

7. Suitable for avionics applications, including aircraft, helicopters and
aerospace equipment

1. Fast push-pull self-latching system for reliable connection and disconnection
2. Multiple keying options for aligned and blind mating

3. Combined transmission of signals, power and data through a single interface
4. Hybrid configurations combining low-voltage and coaxial contacts

5. Available for B, K and P series connectors

6. Cable diameters ranging from 4.0 mm to 16.0 mm

1. Secure push-pull self-latching system

2. Multiple keying options for aligned and blind mating

3. Hybrid configurations combining P1 fluidic contacts with low-voltage contacts

4. Available for B, K and P series connectors

5. Cable diameters ranging from 4.0 mm to 16.0 mm

6. Primarily designed for air or inert gas transmission in medical and dental
equipment

Technical Characteristics:

Hybrid Coaxial / Hybrid Fluidic

B and K Series

1. Endurance: 5,000 mating cycles

2. Humidity: <95% at 60°C (140°F)

3. Working temperature: -40°C to +150°C

4. Vibration resistance: 15 g [10-2,000 Hz]

5. Shock resistance: 100 g, 6 ms

6. Salt spray corrosion resistance: >96 h

7. Shielding effectiveness: 75 dB at 10 MHz and 40 dB at 1 GHz

P Series
1. Endurance: 1,000 mating cycles
2. Working temperature: -25°C to +125°C
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Coaxial & Triaxial
Connector

Fluidic & NIBP
Connector

M Series Circular
Connector

S Series: IP50
E & F Series: IP68

IP67

1
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Coaxial & Triaxial /
Fluidic & NIBP / M Series Connector

Secure push-pull self-latching system

Male and female solder contacts

Coaxial configurations: 250 (50 Q) and 275 (75 Q)

Triaxial configurations: 650 (50 Q) and 675 (75 Q)

High packing density for space-saving installation
360° screening for full EMC shielding

. Excellent sealing performance with a quick push-pull locking system
. Suitable for gas and water connections in medical devices and

industrial equipment

. Widely used in medical cables, patient monitors, blood oxygen

probes, oxygen meters and related equipment

. M5 size: 3 and 4 pins; suitable for sensors

M8 size: 3, 4, 5, 6 and 8 pins; suitable for agricultural UAVs

M12 size: 2, 3, 4, 5, 6, 8 and 12 pins; suitable for rail transit, medical equipment
and industrial cameras

M16 size: 2, 3, 4, 5, 6, 8, 12, 14, 16, 19 and 24 pins; suitable for commercial
transportation and automation equipment

M23 size: 6,7, 9, 12, 17 and 19 signal pins, or 6 and 8 power pins; suitable for
power systems and industrial signal transmission

Technical Characteristics:

Coaxial & Triaxial Connectors

Fluidic & NIBP Connector

1. Endurance: 5,000 mating cycles

2. Humidity: <95% at 60°C (140°F)

3. Working temperature: -40°C to +150°C

4. Vibration resistance: 15 g [10-2,000 Hz]

5. Shock resistance: 100 g, 6 ms

6. Salt spray corrosion resistance: >96 h

7. Shielding effectiveness: 75 dB at 10 MHz and 40 dB at 1 GHz

M Series Circular Connector

1. Endurance: 500 mating cycles
2. Temperature range: -20°C to +80°C
3. Contact resistance: <5 mQ

4. Insulation resistance: >100 M Q

1. Working temperature: -30°C to +60°C
2. Endurance: 1,000 mating cycles

3. Applicable tubing: Silicone tubing, PU tubing, etc.
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Customized Cable
Assembly
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Your Reliable Partner for Connector & Cable Assembly Solutions



